0 50'3990'XYZ ( PE R TABLE 1 ) REV DATE ORIGINA$(E\F£ISION:F’I§F-|{-8\I}I§D DCRN CAD

MATERIAL AND FINISH: A |8/18/2023 | J.PAYNTER R Duckworth 12308074 JDP
0.014+0.001 —= 2X 0.045 B |8/22/2023 |J.PAYNTER R Duckworth |2308082 IDP

BODY AND CONTACT: BERYLLIUM COPPER PER 50-370 PARA. 3. B C |9/19/2023 |]1.PAYNTER R Duckworth  ]2309071 JDP
GOLD PLATED W/ NICKEL SUB PLATE PER TSM 50-370 PARA. 5 I D |10/30/2023 | J.PAYNTER R Duckworth {2310109 JDP

0.006
0.004

SEE NOTE 5

DIELECTRIC: PTFE PER 50-370 PARAGRAPH 7

3X 0.092
OPERATING SPECIFICATIONS:

FREQUENCY RANGE: 0 TO 26.5

INTERFACE: SMP PER MIL-348 FIG. 326-3 AND -4,
MATES AND WORKS WITH CORNING GPO

IMPEDANCE: 50 OHMS NOMINAL

VSWR, TYP:

1.25 TO 18 GHZ

1.35 TO 26.5 GHZ

2X 0.287

DWV AT STP: 250 VOLTS RMS NOMINAL
OPERATING TEMPERATURE RANGE: -55 TO +125C

PART NUMBER: 050-3990-001
SMP PIN CONTACT
FULL DETENT

TABLE 1 PER MIL-C-348 FIGURE 326-3
TSM Part Number | DETENT (X) | PACKAGING (Y) | SOLDER TYPE (2)
050-3990-001 FD BAG N/A 8:8846}
050-3990-002 FD BAG SN63, per Note 2 20,250 SEE NOTE 5
050-3990-011 FD TAPE & REEL N/A '
050-3990-012 FD TAPE & REEL SN63, per Note 2
050-3990-101 5B BAG N/A 0.097
050-3990-102 SB BAG SN63, per Note 2 0.001+0.001
050-3990-111 SB TAPE & REEL N/A
050-3990-112 SB TAPE & REEL SN63, per Note 2
0.074 2,010 MAX 2X 0.015
AFTER SOLDER
NOTE: APPLICATION
1) ASSEMBLED CONNECTOR INTERFACE IS DESIGNED IN ACCORDANCE WITH MIL-STD-348. 01600002 0.195
2) AREAS IN GRAY - SOLDER COATED AS SHOWN WITH SOLDER ALLOY SN63PB37A PER INCOMPLETE SOLDER PART NUMBER: 050-3990-101
J-STD-006 AND J-STD-001. SOLDER ALLOY BUILDUP .001 MAX WALL THICKNESS FROM 0.160 0002 COVERAGE ON THIS SMP PIN CONTACT
DIMENSIONS SHOWN. ' SURFACE IS ALLOWED SMOOTH BORE
DUE TO MASKING PER MIL-C-348 FIGURE 326-4
3) ALL DIMENSIONS LISTED APPLY BEFORE SOLDER COATING, IF APPLICABLE.
4) THE CONTACT SHOULDER IS RECESSED .0040/.0060 BEFORE SOLDERING THE CONNECTOR UNLESS OTHERWISE SPECRIED: | S B AYNTER PROFCT I , TELEDYNE 10221 WERCH DRIVE
TO THE PC BOARD, AND MAY BE LOWER AFTER SOLDERING THE CONNECTOR TO THE PC D o £50 T STORM MICROW AVE | o osnessrmom
BOARD. THIS CHANGE IS CAUSED BY THERMAL EXPANSION DURING THE SOLDERING ANGLES a1 s
OPERATION ALL DIMENSIONS ARE IN INCHES. SEE NOTES
USE AND DISCLOSURE OF DATA: Information contained herein is classified as SMP SP PCB EDGE MOUNT CONNECTOR
EAR99 under the U.S. Export Administration Regulations. Export, re-export or diversion contrary gglgggg é‘\;LSI?_‘lL?lT:SI,E S(R;E;s\’foos" —
5) TSM 50-370 STANDARD REQUIREMENTS APPLY ‘Iglg'cs)'l'-l‘aévllé"l)'ﬁhlg)ﬁjﬁlFORMATION: This document contains proprietary information and, | MAX. DRAWING SIZE: B |SCALE: 10:1 | 1.3
except with permission from Teledyne Storm Microwave, such information shall not be published | PART OR ASS'Y WEIGHT: SEE NOTES SHEET  of
#Eﬁ.ﬁ%ﬁi fSoTr g;yM p&rl%:;g \7\?/5 Vttée document shall not be copied whole or in part. © 2023 ﬁmvg/é"\f 050_3990 Eg\\//éEI:ON D






